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Introduction   
Canadian policy is focusing on increasing energy efficiency for both new and existing buildings to 
help meet Canada's commitments to reducing carbon emissions in the next decade and beyond.  
Focusing on both new and existing buildings recognizes the widening gap between new building 
regulations and the performance of the existing building stock. Housing authorities, like BC Housing, 
are leading the market transformation for multi-unit residential buildings (MURBs) to meet net-zero 
energy targets by 2032 for new construction and piloting deep energy retrofits (Morrison Hershfield 
2018a, 2018b, Pembina Institute 2024, RDH 2012). 

There is growing evidence that embodied carbon is as important as operational emissions. Embodied 
carbon emissions are becoming a bigger portion of overall building emissions in British Columbia for 
new construction because of regulations targeting low-energy buildings and a low carbon-intensive 
gird. However, there are knowledge gaps on how to minimize embodied carbon for both new 
construction and existing MURBs including: 

1. The optimal strategies to capture maximum energy efficiency gains and overall carbon 
emission reductions during manufacturing, construction, operation, and deconstruction, 

2. How to reduce embodied carbon of the building envelope, and 

3. How to accurately determine building embodied carbon in an efficient and consistent 
manner. 

The objective of this study is to provide the building industry with resources addressing these 
knowledge gaps. The study focuses on building envelope design guidance, while also showing relative 
impact of the embodied carbon for the building structure. The aim is to demonstrate analysis with 
enough detail and transparency to provide practical guidance and illustrated solutions to support 
the building industry. The aim is also to provide valuable insights for policy makers that are introducing 
project embodied carbon calculation and performance requirements.
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Carbon Emissions Background 
Building operational carbon emissions are those from consumption of utilities (gas and electricity) 
to heat, cool, ventilate, light, and provide services to buildings.  Reduction of operational carbon 
emissions are achieved by energy efficiency measures and through electrification in low-carbon 
grids, such as British Columbia’s power grid. Operational emissions are regulated through energy 
efficiency codes and standards, such as the National Energy Code for Buildings (NECB) and the BC 
Energy and Zero Carbon Step Codes.  However, buildings also have embodied carbon emissions 
from the consumed materials and activities that happen during the construction, maintenance, 
retrofitting, demolition and transportation of building materials. 

The UNEP 2022 Global Status Report for Building 
and Construction examined operational and 
embodied carbon as part of total global 
emissions. This report estimates that the average 
contribution from building operation (direct and 
indirect) is 28%. Embodied carbon (interpreted 
here as building construction industry materials 
and other emissions) is 12%, as seen is Figure 1. 
Such global statistics are commonly referenced 
when discussing the significance of embodied 
carbon (Heritage BC 2022, ZEBX 2021, CaGBC 2020, 
and Teicher 2021). 

In a 2019 report prepared for the City of 
Vancouver, Zera Solutions estimated embodied 
carbon emissions between 145 and 543 kg 
eCO2/m2 for the residential buildings detailed in 
Table 1. They found that embodied carbon 
emissions in newer energy efficient Vancouver 
buildings surpassed 50% of lifetime operating emissions. Embodied carbon is expected to be a large 
proportion of carbon emissions as buildings increase energy efficiency, electrify space heating, and 
domestic hot water heating. Hence, reducing embodied carbon in jurisdictions with low carbon 
electricity grids is a logical next step for further reducing greenhouse gas emissions.  

Figure 1: Breakdown of Global Emissions based  
on IEA World Energy Statistics and Balances 
(graphic from UNEP 2022) 
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Table 1. Embodied Carbon of Vancouver Residential Buildings (Zera Solutions 2019) 

Location Structure Building Envelope 

Gross 
Floor 
Area 

(GTA) 
(m2) 

Embodied 
Carbon, 

excluding 
Parkade 
(eCO2/m2) 

Parkade 
Area 
(m2) 

Total 
Embodied 

Carbon 
(eCO2/m2) 

Low-Rise Buildings 
4575 Granville St.  Concrete Wood Studs 2,228 458 NA 280 

2601-2619 E Hastings  Concrete Concrete panels 5,618 295 1,860 222 

686 E 22nd Ave, 3811-3833 
Fraser St., 679 E 23rd Ave  

Hybrid wood Wood Studs 9,550 177 1,620 151 

441-463 West 59th Ave  Concrete Steel Studs 5,730 524 NA NA 

1535-1557 Grant St.  Hybrid wood Wood Studs 2,982 185 NA NA 

2715 West 12th Ave  Hybrid wood Wood Studs 1,273 145 54 139 

8636-8656 Oak St  Hybrid wood Wood Studs 5,871 330 NA NA 

High-Rise Buildings 

1668-1684 Alberni St. Concrete Steel Studs 21,564 270 8,029 197 

1068-1080 Burnaby St,  

1318 Thurlow St  

Concrete Steel Studs 14,403 336 4,837 252 

2218 Main St. Concrete Steel Studs 6,526 434 4,856 249 

1070 Barclay St.  Concrete Curtain wall 64,710 543 NA NA 

950 W 41st Ave  Concrete Steel Studs 59,370 423 27,775 288 

2218 Main  Concrete Steel Studs 6,526 434 4,856 248 

Average 350  225 

The City of Vancouver approved the Climate Emergency Action Plan in 2020 to reduce carbon 
emissions by 50% by 2030 as part of six big moves as illustrated in Figure 2.  The policy includes several 
measures to reduce emissions related to embodied carbon by 40% by 2030 relative to a 2018 baseline. 
These measures include the following: 

• Set embodied carbon limits 
for new buildings.  

• Make it easier and less 
expensive to use lower impact 
carbon materials in new 
construction. 

• Support the people using low-
carbon materials in new 
buildings.  

• Low-carbon planning and 
strategies. 

Some practitioners may overlook the importance of energy efficiency in reducing emissions in BC 
and focus solely on the need for electrification and reducing embodied carbon. However, energy 
efficiency measures and demand side management enable a plan like the Climate Energy Action 
Plan to work.  

  

Figure 2:  Vancouver’s Climate Emergency Action Plan 
Includes Reducing Measures to address Embodied Carbon 
(Vancouver City Council, 2020) 
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There are several reasons why energy efficiency cannot be ignored, which include: 

1. Resiliency: energy efficiency increases the passive ability of buildings to maintain habitable 
conditions in the event of a heating or cooling system loss, forest fire, or other outdoor 
pollutants. 

2. Occupant comfort: well insulated buildings, quality ventilation, and good quality windows 
translate to a healthy indoor environment for acoustics, air quality, temperature control, and 
overall satisfaction. 

3. Affordable housing: reduce the overall need for energy and related costs for the future 
electricity grid and demand. 

4. Avoid electrical upgrades: upgrading the electrical infrastructure for existing buildings is 
costly and invasive. Electrical upgrades can be triggered by building electrification and 
sometimes avoided by applying comprehensive energy efficiency measures through a 
deep energy retrofit. 

5. Demand side management: reducing energy demand in buildings is important to maintain 
a clean and affordable power grid while there is aggressive electrification across many 
industry sectors. 

Recent development in codes and energy standards that are aimed at transitioning industry to net-
zero emission buildings have addressed most of these items by introducing requirements for both 
total energy-use intensity (TEUI) and thermal energy demand intensity (TEDI). Example codes and 
standards include the Vancouver Building Bylaw, the BC Energy Step Code, and the Toronto Green 
Standard. Reducing TEDI is a key consideration for reducing heating demand and all the items listed 
above. 

This study puts these concepts into perspective by exploring how energy efficiency measures are 
critical to reducing overall carbon emissions for three archetype buildings. Chapters 2 and 3 present 
an evaluation of several case study buildings where the impact of various energy efficiency 
measures are presented for the operational and embodied carbon emissions.  

The remainder of this chapter presents background information on life cycle assessment (LCA) of 
buildings and recommendations for LCA evaluations and policy. Recommendations are primarily 
related to embodied carbon. 

Embodied Carbon Review 
Embodied carbon impacts are calculated based on LCA calculations for stages defined in EN 15978 
(2011) and illustrated in Figure 3.  The basis for the embodied carbon calculations in this study are 
outlined in the following subsections.  

Embodied carbon performance requirements can be based on either:  

1. Normalized emissions intensity targets or limits, or  

2. A percent reduction relative to a baseline.   
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Percent reduction using a baseline offers a simple and flexible way to address: 

1. Wide ranges of building types, and  

2. Evolving calculation methodologies, where absolute limits can be problematic for ensuring 
compliance. 

However, metrics relying on precent reductions can lead teams to focus on defining unrealistically 
poor baselines to boost reported percent reduction in lieu of reducing actual project emissions. 

To encourage consistency and set expectations, the City of Vancouver developed Embodied Carbon 
Guidelines v1 (2023) to guide compliance for part 3 buildings. The City of Vancouver guideline requires 
Embodied carbon calculations to cover substructure, superstructure, building envelope and interiors. 
The calculations are for cradle-to-grave and cover A1-A5, B1-B5, and C1-C4 life cycle stages and does 
not allow D stage emissions to be included in compliance calculations. Guidance for Stage D 
calculations are provided for users to refer to for non-compliance calculations. 

Quantity data collection options in the guide follow the National Research Council of Canada’s 
National Guideline (2022) for whole-building life cycle assessment including: 

• building information models (BIM),  

• cost estimate analysis, and 

• takeoffs from drawings. 

Key considerations for the calculation of emissions for each life cycle stage and the methodology 
utilized in this study follows.  
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Production (stages A1 to A3) 

The production stages consist of the carbon emissions that are associated with the cradle-to-gate 
processes, including raw material supply, transport, and manufacturing. Production impacts are the 
minimum scope of embodied carbon calculations and are commonly drawn from Environmental 
Product Declarations (EPDs). 

Table 2. LCA Production Stages 

   

Raw material (A1) extraction and 
processing material inputs (raw 

and recycled) 

Transport (A2) of materials to and 
between manufacturing facilities 

Manufacturing (A3) processing of 
materials and products to create 

new products 

A rough range for A1-A3 emissions values is between 0.9 to 2.5 kg eCO2/kg, which is drawn from the 
2017 Buy Clean California Act for key building materials and is plotted in Figure 4. The mineral wool 
values are provided in kg CO2e/m2 RSI that have been converted for comparison purposes and are 
based on EPD data referenced in Appendix B. 

A1 emissions are from extracting and 
processing raw materials for 
products, which can vary greatly.   

A2 transport emissions can be 
significant when these materials are 
sourced from across the globe and 
involve manufacturing processes 
that have far-apart facilities.  

A3 manufacturing emissions are 
dramatically affected by the 
electrical grid in which they are 
produced due to high use of 
electricity for mechanical and 
heating processes.  EPDs can provide this data as industry data for groups of manufactures per 
regions or specific product EPDs for manufacturers and sometimes manufacturing locations. 

British Columbia’s grid is amongst the lowest intensity in the world as explained in Chapter 2 of this 
study. Specifying and accounting for locally produced materials on B.C. projects has potential for 
reducing A3 embodied carbon dramatically. These advantages, however, are not typically captured 
due to few EPDs being currently available for specific plant locations. 

Adjustments for “Regionalization” are possible with some LCA analysis software, where the emissions 
from the electricity use component of a product’s A1-A3 emissions are adjusted based on 
associated manufacturing electrical grid. Nevertheless, more consistent outcomes will be provided 
if more manufacturers provide plant specific data in EPDs. 

Version 1.0 of the City of Vancouver Embodied Carbon Guidelines requires using the industry wide 
EPDs for baseline definitions and for project calculation when product specific data is not available 

Figure 4: Maximum A1-A3 Embodied Carbon Allowances in 2017 
Buy Clean California Act 
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or multiple manufacturers are permitted in design specifications. If industry wide EPDs are not 
available, an appropriate benchmark, such as the Carbon Leadership Forum’s (CLF) Material 
Baselines Report, or default data in calculation software, may be used.  These are discussed in 
greater detail in Appendix B. 

Reporting of calculation uncertainty in embodied carbon analysis is recommended as a good 
practice in some guides (ISE 2022) but is not required by the current City of Vancouver guidelines.  A 
simple methodology for estimating uncertainty for stage A1-A3 was put forth by the CLF (2019) as 
follows: 

• ±2% for emissions for specific products, ±2% for specific manufacturing process and ±2% for 
specific manufacturing location, or 

• ±20% each when not known. 

Given these are random errors (and not bias to being consistently high or low), the total uncertainty 
can be reasonably summed using the square root sum as shown below. The resulting range of total 
uncertainty is ±3.5% to ±35% based on the three uncertainty sources in product, manufacturing 
process, and manufacturing location.  This methodology seems reasonable given industry’s limited 
understanding of associated uncertainties, but the values used are crude estimates.   

𝑇𝑜𝑡𝑎𝑙	𝑈𝑛𝑐𝑒𝑟𝑡𝑎𝑖𝑛𝑡𝑦 = /𝑢𝑛𝑐𝑒𝑟𝑡𝑎𝑖𝑛𝑡𝑦1! + 𝑢𝑛𝑐𝑒𝑟𝑡𝑎𝑖𝑛𝑡𝑦2! + 𝑢𝑛𝑐𝑒𝑟𝑡𝑎𝑖𝑛𝑡𝑦3! 

Some uncertainties have a bias in lieu of a random error. For example, determining the material 
quantities for the building envelope based the clear field assemblies (Walter P Moore 2021) 
underestimates the quantity of supporting elements. The underestimation is because the additional 
quantities at component interfaces are unaccounted for in this approach. Such interfaces include 
window-to-wall, intermediate floors, and roof-to-wall.  This and other biases are not yet well 
understood by industry. 

Several broad industry recommendations for supporting reductions related to A1-A3 emissions are: 

1. Encourage and support the generation of EPDs from B.C. suppliers and manufacturers to 
help practitioners to specify and accurately account for local products that benefit from a 
low carbon grid intensity. 

2. Given that EPDs currently take significant time and expense to generate, provide guidance to 
professionals on best practices for adjusting for project specific emissions where innovative 
product modifications are implemented. 

3. Encourage reporting and further study of uncertainty and develop effective and consistent 
calculation methodologies. 

Transport (A4) 
A4 Transport covers transportation from the manufacturing facilities to the 
construction site. These emissions are reported in some EPDs based on default 
values given in Product Category Rules (PCRs) or based on plant shipping 
surveys. These EPD reported A4 emissions are of little relevance to project 

calculations because the assumed shipping distances can vary greatly from actual distances to 
project sites. However, determining the actual manufacturing plant locations and mode of 
transportation can be cumbersome for detailed A4 emissions calculations.  

The City of Vancouver Embodied Carbon Guidelines allow for the use of a simplified method that 
assumes a combined A4 assumption at four percent of the A1-A3 emissions. Alternatively, the 
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Institution of Structural Engineer’s guide for embodied carbon calculations (2022) includes a 
simplified method of determining A4 transportation emissions based on carbon intensity values as 
summarized in Table 3. This method adjusts for transport to site by selecting the sourcing location 
based on broad ranges and does not require detailed calculations. 

Table 3. ISE United Kingdom Transportation A4 Values 

Location 
Distance 

Travelled by 
Road (km) 

Distance 
Travelled by 

Sea (km) 

GWP Intensity 
(kg eCO2/kg) 

Local 50 km 
N/A 

0.005 
National 300 km 0.032 
Europe 1500 km 0.161 
Global 200 km 10,000 0.183 

To estimate A4 emissions for B.C. projects we have applied a similar method as given in the ISE guide 
using the following equation: 

𝐴4	𝐶𝑎𝑟𝑏𝑜𝑛	𝐼𝑛𝑡𝑒𝑛𝑠𝑖𝑡𝑦	 =
𝑉𝑒ℎ𝑖𝑐𝑙𝑒	𝐶𝑎𝑟𝑏𝑜𝑛	𝐼𝑛𝑡𝑒𝑛𝑠𝑖𝑡𝑦 × 𝑆ℎ𝑖𝑝𝑝𝑖𝑛𝑔	𝐷𝑖𝑠𝑡𝑎𝑛𝑐𝑒

𝐶𝑎𝑝𝑎𝑐𝑖𝑡𝑦	𝑈𝑡𝑖𝑙𝑖𝑧𝑎𝑡𝑖𝑜𝑛
 

Discussion on assumptions for each of these variables follows. 

Vehicle carbon intensity is based on the emissions from fuel use per distance and weight.  The 
vehicle carbon intensity is dependent on vehicle type (including type of fuel) and the fill capacity. 

One-Click LCA (2017) provides factors for vehicle carbon intensities as summarized in Figure 5. 
Carbon emissions are strongly dependent on shipping mode; ocean going container ships have an 
order of magnitude less emissions per km ton than shipping with small road vehicles.  Furthermore, 
shipping with partially loaded road vehicles have greater emissions than with fully loaded vehicles. 

Road shipping distances from major Canadian and US cities to our study’s B.C. locations are given 
in Figure 6.  The distances between Vancouver and Prince George are similar to the distances 
between Seattle or Calgary to B.C. Cities and are less than 1000 km.  Eastern Canada and US cities 
are less than 5000 km from B.C. Cities and the destination within B.C. has little relative impact on this 
distance.   

Road shipping distances used in the North American EPDs considered in this study range from 250 
to 1200 km. As such, many products used in B.C. projects can be expected to have a much greater 
A4 emissions than those available in EPDs.  

  

Figure 5: Vehicle Carbon Intensity Figure 6: Road Distances to Study Locations 
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Table 4. Calculated Reginal Transportation A4 Values for BC Study Locations 

Location 
Distance 

Travelled by 
Road (km) 

Distance 
Travelled by 

Sea (km) 

GWP Intensity 

(kg eCO2/kg) 

Local 100 
N/A 

0.005 
BC, Alberta, Washington 1000 0.053 
Eastern North America, Mexico 5000 0.267 
Overseas direct to Vancouver 1000 10,000 0.429 
Overseas through East Coast ports 5000 10,000 0.643 

We recommend using simple regional A4 emissions such as those provided in Table 4. Materials 
and product type assumptions can be reasonably made with more information provided in 
Appendix B. For example, cast-in-place concrete can be sourced locally because it is cost-
prohibitive or impractical to ship from further locations. 

Further evaluation is needed to outline when the 4% assumption for A4 is appropriate since the 
value is clearly too low for some materials and products transported to site from outside of B.C. 

Construction Activities (A5c) and Wastage (A5w) 

Construction A5 stage emissions are comprised of two parts: A5c which is site 
activity emissions and can be estimated from on-site electricity and fuel 
consumption. A5w refers to emissions associated with construction material waste. 

For A5c Construction Activities emissions, software such as One-Click LCA accepts 
data for energy and water consumption on site. For design projects without 
construction emission information, One-Click LCA offers some average scenarios. 

Scenarios include average impacts per climate region for electricity, fuel consumption and waste 
production. Emissions associated with excavations can also be calculated and added to the model. 
It can be either per m3 of removed mass or fuel consumption. In contrast, the current version of EC3 
only accepts electricity and field consumption.  

Yue et al. (2019) recommend 9 kg/m2 to account for new building construction activity emissions.  
Assuming a building weight of 1000 kg/m2 of GFA would result in an impact of 0.009 kg eCO2/kg.  
It is reasonable to allow use of such a 
simple assumption for construction 
projects to avoid cumbersome tracking 
and calculations because the impact is 
quite low. 

A5w Construction Waste emissions 
capture emissions due to materials and 
product wastes. Standard construction 
waste values from One-Click LCA for a 
range of building material types are 
included in Figure 9.  Rates are low for 
concrete and steel structural materials, 
around 10% for several building envelope 
materials, and over 15% for wood 
materials. 
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Caste In Place Concrete
Precast Concrete

Wood studs
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Default A5 Construction Site Material Wastage Rates
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A5c emissions for construction activities are small and while uncertainty may be significant it seems 
unlikely to be significant relative to construction project emissions.  A5w emissions for construction 
waste may add 10 to 17% to project emissions and are likely to be of that order of magnitude for 
building envelopes. Therefore, associated uncertainties for construction wastage rates are 
important to consider in lieu of a default assumption. 

This study determined values for components of the construction emissions. A5a emissions are 
calculated using area-based factor. A5w is calculated using material waste rate depending on the 
material type as shown in Figure 10 and further discussed in Appendix B. 

Zera Solutions (2019) recommended collecting data to assemble default values for Vancouver 
construction. This will be valuable information and useful to verify the A5 assumptions presented in 
this study.  

Usage (stages B1 to B5) 

 Use (B1): Refers to the emissions during the use of the installed product, 
often refrigerants leaking from mechanical systems or gas leaking from 
foam insulation materials.  

Carbonization of the outer layer of cementitious materials during the life of 
buildings absorbs carbon dioxide from the air. This results in negative B1 
emissions. This process is the chemical reversal of the cement production 
process calcination phase. The amount of carbon dioxide absorbed 
depends on exposure of the material, the duration of the exposure and the 
initial amount of cement.  Our assumption is that these effects are 
negligible, which is aligned with the City of Vancouver Embodied Carbon 
Guidelines, and not included in calculations. 

 Maintenance (B2): Refers to the activities undertaken to maintain the 
facility. Maintenance and renewal work is required for the building envelope 
to function as intended. This work includes cleaning, replacement of 
weather components, and recoating.  

Renewal of coatings and sealants is included as maintenance and can 
dominate the B2 related emissions.  

 Repair (B3): Work and component replacement that is performed to return 
equipment to service after a failure or vandalism. Some failure rates can be 
reasonably set based on historical precedent (e.g., window breakage) but 
other repair needs are more difficult to predict and often unanticipated 
(e.g. masonry decay due to freeze-thaw). 

 

Replacement & Refurbishment (B4 & B5): Replacement and refurbishment 
of materials and components at the end of their service life.   

Service life values for materials and products can significantly impact 
analysis and replacement essentially repeats the A1-A5 emissions for each 
occurrence.   

In this study we will refer to these impacts as B4 impacts assuming end of 
life components are replaced.  This is significant for insulated glazing units, 
roofing systems, and some cladding systems that are replaced one or 
more times during the life of the building. 
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Figure 10 presents service life predictions for building envelope components provided in City of 
Vancouver Embodied Carbon Guidelines. Such values are hotly debated in the building industry and 
component level discussion is provided in Appendix B.  

Service life is affected by premature component decay and failures due to design detailing, 
construction, and maintenance issues.  The impact of such issues and varying recommendations 
for component service life values results in significant uncertainty for B4 calculations. 

The draft City of Vancouver Embodied Carbon Guidelines further allow users to assume B1-B4 
impacts of 10% of the A1-A3 impacts of the baseline. We recommend that this default not be applied 
on a component-by-component basis or to envelope retrofit projects.  
 
 

 

  

  

Figure 10: Building Envelope Components Service Life taken from City of 
Vancouver Embodied Carbon Guidelines 
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Operation (stages B6 to B7) 

B6 Energy Usage and B7 Water Usage emissions constitute the operational emissions for project 
over the building’s life. These emissions are typically determined from utility meters for existing 
buildings and predicted using energy models and other calculations. 

End of Life (stages C1 to C4) 

 

C1 Deconstruction Demolition are emissions due to machine-use to 
demolish the building.  RICS (2017) includes a default value of 3.4 kg 
eCO2/m2 for gross floor area.  To compare to other impacts, assume a 
building weight of 100 kg/m2 of GFA, which results in an impact of 0.034 kg 
eCO2/kg which is used in this study. 

 

C2 Transport involves the transportation of the same materials included in 
A4 emissions to waste processing or disposal sites over a short distance. 
Assume local transport with an impact of 0.005 kg eCO2/kg.  

 

C3 Waste Processing is typically processes performed for reuse, recycling, 
and/or incineration.  More details for specific products can be found in 
Appendix B.  The total of end-of-life C1-C4 values summarized above are 
approximately 0.05 kg eCO2/kg.   

 

C4 Disposal captures processes of decay and machine work at the landfill 
disposal location.  For inert landfilling processes a value of 0.0026 kg 
eCO2/kg is used.  The release of blowing agents from foam-based 
insulations is significant for some products and is captured in the study 
based on product EPDs. 

The City of Vancouver guidelines allow C1-C4 emissions to be assumed to 5% of A1-A3 emissions.  
Similar to other applications of such broad simplifications we recommend that this default not be 
applied on a component-by-component basis or to envelope retrofit projects. 

Zera Solutions (2019) recommends developing default values for end-of-life phases for Vancouver 
projects.  This will reduce uncertainty in LCA calculations and is recommended. 

Despite the relatively small quantity of emissions involved, reductions should be encouraged to 
promote carbon reductions and simultaneously provide environmental advantages. A recent report 
from the Pacific Institute for Climate Solutions (Teicher 2021) further recommended developing 
improved construction waste diversion regulations including putting a price on waste where there is 
none.  Such measures should continue to be explored. 
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Other Impacts (D) 

 

Recycling (D1) captures the carbon emissions which are avoided when 
construction materials are recycled into new products.  Metals are often 
considered carbon intensive but their EPDs report 20% to 65% reductions when 
end of life recycling is considered.  Whether or not these benefits are included 
in analysis can significantly affect comparisons between systems.  

Reuse (D2) capture the emission savings from refurbishing salvage building 
components. 

 

Energy Recover (D3) capture the avoided carbon emission from use of 
energy recovered from the incineration or end of life processing of building 
materials. 

 

Exported Energy (D4) are emissions avoided from export of excessive site 
energy production in energy positive constructions.  These emissions are 
handled similarly to B6 Energy Use and not part of embodied carbon. 

 

Biogenic impacts capture carbon sequestration benefits of materials.  
Organic-based materials and organic packaging (cardboard and paper 
packaging as well as wood skids) have a small impact.  The most commonly 
considered contributions for construction projects are use of wood-based 
products.  Based on their EPDs, wood products (discussed in Appendix B) are 
shown to store 2 to 11 times more carbon for these materials through 
sequestration and their A1-A3 emissions 

These other impacts involve significant uncertainty.  While such beneficial uses of building materials 
should be encouraged and can be likely to occur for many materials, the intensity of the materials 
and/or electricity they are displacing is difficult to project accurately.  Most wood product EPDs are 
from industry averages which do not reflect the specific impacts of the source forest which are 
understood to vary significantly.   Hence, these impacts also have a high degree of uncertainty. 

The City of Vancouver Embodied Carbon Guidelines and CaGBC Zero Carbon Building Design 
Standard do not include Module D or Biogenic impacts in compliance calculations. Nevertheless, 
results from Module D may be calculated and reported separately. This is reasonable considering 
the uncertainty inherent within the calculation of such impact including the actual treatment of the 
materials at end of life.  

Module D and Biogenic impacts are key components to the Impact and Innovation credit for 
CaGBC’s Zero Carbon standard and commonly claimed for advocates of wood buildings.  Hence, 
guidance is needed to ensure the robustness of these calculations. Specific recommendations are 
provided in Appendix B. 
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Life Cycle Assessment Approach 
This study explores the knowledge gaps on how to reduce overall carbon emissions by maximizing 
energy efficiency gains and minimizing embodied carbon for multi-unit residential buildings (MURBs). 
This study focuses on building envelope design guidance, while also showing the relative impact of 
the structures for perspective. 

This chapter outlines the methodology used in the life cycle assessment (LCA) of three building 
archetypes. A variety of energy efficiency measures are assessed to benchmark the impact in terms 
of operational and embodied carbon emissions. Three building archetypes are considered in this 
study as outlined in Figure 1. 

 

 

 

Building 1: 17-Storey mix-use 
Building with hybrid structure 

Building 2: 5-Storey wood-frame 
Mix-use building 

Building 3: 16-Storey existing  
multi-unit residential building 

Figure 1: Building Archetype Buildings for the Study Life Cycle Assessment 

 
For the embodied carbon analysis, only the residential portions of buildings 1 and 2 were considered. 
These were levels 3 to 17 for building 1, and levels 2 to 5 for building 2. 

The following sections provide an overview of the methodology and assumptions for determining 
the embodied carbon and operational emissions for this study. Additional detailed information can 
be found in the appendices as follows:  

• Appendix A provides the detailed quantity take-off of the buildings, assemblies, and structure 
that is used in the embodied carbon analysis. 

• Appendix B provides the detailed assumptions of the global warming potential (GWP) for the 
products and materials that were applied in the embodied carbon analysis. 

• Appendix C provides the detailed assumptions for the various energy efficiency measures 
that were included in the operational energy analysis of the buildings. 

Chapter 3 presents the results of the LCA for both operational and embodied carbon emissions. 
Chapter 3 explores the relative impact of various energy efficiency measures, provides building 
envelope design guidance, and recommendations for further development of LCA analysis.   
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Table 1. Building 1 Energy Efficiency Measures 

Variable Range of Efficiency Measures 

Location Vancouver, Kamloops, Prince George 

Vertical Surface Area to Floor 
Area Ratio (VFAR) 

0.5 (aligned with embodied carbon archetype) 
0.7 ("Complex" in Building Pathfinder to test sensitivity) 
0.9 ("Narrow" in Building Pathfinder to test sensitivity) 

Window system 

Typical Double Glazing: USI-2.0 (U-0.35), SHGC-0.35 
Better Double Glazing: USI-1.7 (U-0.3), SHGC-0.3 
Triple Glazing: USI-1.1 (U-0.2), SHGC-0.25 
Better Triple Glazing: USI-0.9 (U-0.15), SHGC-0.2 

Window to Wall Ratio 30%, 40%, 50%, 60% 
Wall R (effective) RSI-0.9, 1.8, 2.6, 3.5, 4.4, 5.3, 6.2 (IP units R-5, 10, 15, 20, 25, 30, 35) 
Mech System Type Electric Resistance, Natural Gas Hydronic 
DHW Fuel Source Electric Resistance, Natural Gas 

Heat Recovery 
60%, 80% 
Base case improved to 70% in Prince George to meet Step 2 

Airtightness (modeled) 0.2, 0.08 L/s/m2 at 5 Pa typical operating pressure 

Inputs held constant 
RSI-7.0 (IP units R-40 Roof) 
Occupant density and airflow per Building Pathfinder defaults 

Table 2. Building 2 Energy Efficiency Measures 

Variable Range of Efficiency Measures 

Location Vancouver, Kamloops, Prince George 

Vertical Surface Area to Floor 
Area Ratio (VFAR) 

0.5 (aligned with embodied carbon archetype) 
0.7 ("Complex" in Building Pathfinder to test sensitivity) 
0.9 ("Narrow" in Building Pathfinder to test sensitivity) 

Window system 

Typical metal framed double Glazing: USI-2.0 (U-0.35), SHGC-0.35 
Vinyl or Fiberglass Double Glazing: USI-1.7 (U-0.3), SHGC-0.35 
Better Double Glazing: USI-1.4 (U(IP)-0.25), SHGC-0.3 
Vinyl or Fiberglass Triple Glazing: USI-1.0 (U(IP)-0.17), SHGC-0.25 

Window to Wall Ratio 30%, 40%, 50%, 60% 
Wall R (effective) RSI- 2.6, 3.5, 4.4, 5.3, 6.2 (IP units R-15, 20, 25, 30, 35) 
Mech System Type Electric Resistance, Natural Gas Hydronic 
DHW Fuel Source Electric Resistance, Natural Gas 
Heat Recovery 60%, 80% 
Airtightness (modelled) 0.2, 0.08 L/s/m2 at 5 Pa typical operating pressure 

Inputs held constant 
RSI-7.0 (IP units R-40 Roof) 
Occupant density and airflow per Building Pathfinder defaults 
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There is a great deal of nuance to emission factors because grids are interconnected and peak 
demand may have significantly different emissions profiles than typical baseload. Adding 
significant electric loads in the form of new or retrofitted buildings also impacts the grid over time, 
particularly in the form of potentially increased peak demand. The sources of electricity production 
also shift over time, impacting grid emission factors. For example, the Alberta Electric System 
Operator (AESO) notes that “Alberta’s power system is changing rapidly”, and that in 2022, 
renewables supplied more power to the grid than coal. In fact, as of June 2024, Alberta’s last 
dedicated coal plant is now offline. This has not been accounted for in the Alberta emission factors 
used in this report, which are intended to consider the potential tradeoffs in a higher-carbon grid. 
Future electricity factors for Alberta are expected to be lower than currently given recent 
developments.  

Several studies4 have gone into extensive detail on the question of accounting for GHG emissions of 
electrical grids that provide guidance on how to approach emission factors. In this study, a range of 
factors from these sources have been considered to test the sensitivity of the emission factors on 
the overall operational emissions as outlined in Table 4.  

Table 4. Emission Factors for Converting Energy Use into Greenhouse Gas Emissions 

Scenario Source for Electricity Emission Factor 
Electricity 

Emission Factor 
(kgCO2e/ kWh) 

Natural Gas 
Emission Factor 
(kgCO2e/ ekWh) 

Baseline  
(B.C. 2022) 

Ministry of Environment and Climate Change 
Strategy, B.C. Electricity emission intensity 
factors for grid-connected entities for 2022 

0.0115 

0.1855 
Last 5 years B.C. 
high (B.C. 2020)  

Ministry of Environment and Climate Change 
Strategy, B.C. Electricity emission intensity 
factors for grid-connected entities for 2020 

0.0401 

High Carbon 
Grid 

Portfolio Manager Technical Reference, 
Greenhouse Gas Emissions (August 2021) - 
Alberta Indirect emissions 

0.690 

Synergies of Energy Conservation Measures 

Beyond GHG emission savings, energy conservation measures have a number of co-benefits that 
should not be ignored. Some decarbonization measures may in fact require certain energy 
conservation measures to be implemented. 

Co-benefits or synergies of energy conservation measures include:  

1. Resiliency 

a. In the event of a power outage, a building with an improved envelope will remain 
habitable for much longer.  

b. Using heat recovery ventilators (HRVs) to supply ventilation air to suites also filters the 
air, improving indoor air quality, e.g. when there are forest fires in the area, or if the 
building is near traffic pollution. 

c. Similarly, improved envelope airtightness reduces infiltration of pollutants from 
outdoors.  

 
4 Refer to appendix C for referenced emission factors. 
5 The natural gas emission factor is applied to all scenarios from the City of Vancouver Energy Modeling Guidelines v2. 
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2. Occupant Comfort  

a. Improved building envelope reduces localized discomfort effects.  

b. Passive cooling measures, such as operable windows and shading, can: 

i. reduce glare, 
ii. localized discomfort effects, and 
iii. are a benefit during prolonged power outages that coincide with extreme 

heat events. 

c. Improved acoustics  

3.  Affordable Housing 

a. Reducing residents’ long term energy costs can improve financial stability, and 
reduce exposure to rising costs and carbon taxes.  

4. Synergies with Decarbonization 

a. Heat pumps are a highly efficient, low-carbon source of heating, with increasing 
adoption in B.C. as well as worldwide. However, heat pumps provide heat at lower 
temperatures than conventional fossil fuel based systems, meaning they cannot 
provide the same capacity per flow. Lowering the heating load improves the case for 
using heat pumps as a decarbonization measure, since the required heating 
capacity is reduced. 

b. Costly and invasive electrical upgrades can be triggered by building electrification. 
Upgrades can sometimes be avoided by comprehensive energy efficiency measures 
through a deep energy retrofit. 

5. Demand Side Management  

a. Reducing energy demand in buildings is important to maintain a clean and 
affordable power grid while there is aggressive electrification across many industry 
sectors. 

The synergies of energy conservation measures are further explored in Chapter 3 alongside the 
findings of the study for both operational and embodied carbon emissions. 

Building Envelope Energy Conversation Measures 
High performance buildings require more insulation, mitigation of thermal bridging, increased 
airtightness, and better windows and glass to meet net-zero standards compared to conventional 
practice. Insulation thickness, thermal bridging, and type of glazing impact embodied carbon and 
are explored in detail as part of this study. 

    
more insulation and 

structural optimization 
increased airtightness 

 
thermal bridging 

mitigation better windows and glass 
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The process of accounting for the impact of thermal bridging in thermal transmittance calculations 
has a direct analogy to accounting for embodied carbon at the interface details. Secondary 
structural components that contribute to thermal bridging also have a significant impact on 
embodied carbon calculations relative to the clear field assembly.  

Accounting for the extra materials at the interfaces for embodied carbon can be done in a similar 
manner as accounting for the extra heat flow at interfaces using linear transmittances. Figure 2 
illustrates this concept for a window-to-wall interface. 

 
Figure 2: Accounting for Heat Flow and Embodied Carbon at Interface Details 

 

Thermal transmittance (overall effective R-value) calculations were performed for varying levels of 
thermal bridging mitigation for the archetype buildings. This was done to explore the correlation to 
insulation thickness, embodied carbon, and operational emissions.  

From a high-level perspective, unmitigated thermal bridging is when the impact of interface details 
is 60% or higher and mitigated thermal bridging is 35% or lower. Figures 3 and 4 illustrate example 
calculations for building 1 for the residential levels, if the structure were entirely concrete. 

A summary of the thermal transmittance calculations for all the buildings can be found in  
Appendix C. 
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Figure 3: Impact of Unmitigated Thermal Bridging on Overall Effective R-Value for the  

Residential Walls of Building 

 

 

Figure 4: Impact of Mitigated Thermal Bridging on Overall Effective R-Value for the Residential Walls of Building 
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Embodied Carbon Emissions of Materials and Products 
The embodied carbon calculations for this study are generally aligned with EN 15978 (2011) and the 
City of Vancouver Embodied Carbon Guidelines (2023), with the deviations and general 
assumptions that are identified in Chapter 1. 

Detailed quantities for the archetype buildings that were utilized for the embodied carbon 
calculations are presented in Appendix A.  

Detailed Assumptions for the embodied carbon emissions of products and materials for currently 
available data utilized in this study is presented in Appendix B. Comparisons of data from various 
sources and products are presented and discussed. 

All the scenarios for the embodied carbon calculations presented in Chapter 3, with assumptions for 
quantities and global warming potential (GWP), are summarized in spreadsheets that accompany 
this report.   
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Operational Emissions 
Impact of Step, Fuel, and Emissions Factors 

This section presents generalized results to set expectations for operational emissions before 
individual energy conservation measures for each archetype are explored in the Life Cycle 
Assessment section later in this Chapter. 

These findings identify patterns at a high level and compare the greenhouse gas intensity (GHGI) 
impacts of:  

1. BC Energy Step Code level, in conjunction to typical existing building benchmarks and 
buildings designed to the Passive House Institute standard.  This is an indication of the 
expected GHGs as a function of the overall energy efficiency level of the building. 

2. Fuel Source for heating and domestic hot water (either electric resistance or condensing 
natural gas).1 

3. Emission factors  

a. City of Vancouver Energy Modelling Guidelines (electricity = 0.011 kgCO2e/kWh) 
b. BC 2020 Emission Factors (electricity = 0.040 kgCO2e/kWh) 
c. Non-baseload avoided emissions from Portfolio Manager (electricity = 0.419 

kgCO2e/kWh) 
d. High-Carbon Grid emission factors (electricity = 0.690 kgCO2e/kWh) 
e. In all cases natural gas is 0.185 kgCO2e/kWh 

4. Climate zone, differences between Vancouver (climate zone 4), Kamloops (climate zone 5), 
and Prince George (climate zone 6). It should be noted that the Benchmark BC results are for 
the whole province and are the same for each climate zone.  

The findings presented in Figure 1 and Tables 1 to 3 are based on: 

• Maximum allowable EUIs and TEDIs for various levels of the BC Energy Step Code, 

• Benchmark BC data for existing MURBs, and  

• An approximate conversion of Passive House (PHI) metrics to Step Code methodologies. 

In reviewing, note that the Benchmark BC existing buildings data is provincial-wide, is not broken 
down by location, and is provided as a relative reference. Also, more energy consumption might be 
expected to heat a building in a colder climate, such as Prince George, than a milder climate such 
as Vancouver if the same energy conservation measures are applied. However, more measures are 
typically required in colder climates to meet the energy efficiency requirements per the BC Energy 
Step Code. For example, Step 4 requires an EUI of 100 in climate zone 4, and 110 in climate zones 5 
and 6. More measures are required in climate zone 6 to achieve the same level of energy 
performance as in zone 5.    

All the results for 60 years of operation and are presented as a GHGI (kgCO2e/m2).     

 
 
1Operating Energy and GHG savings will be slightly less for building envelope energy conservation measures for a heat pump 
compared to electric resistance heating, but have not been directly considered for this study to show high level impact. 



Chapter 3 – Findings, Insights, and Guidance  3.2 | P a g e  

 Low Carbon Solutions for Multi-Unit Residential Buildings  

 
Figure 1: Relative Variation of Operational GHG emissions for Existing Buildings (Benchmark BC) Compared to 

Various Energy Conservation Targets for Natural Gas and Fully Electric Buildings  

 
Non-baseload emissions are presented in the tables below but are not applied universally 
throughout this report. Non-baseload emissions are higher than emissions during overall annual 
operations. This is because non-baseload emissions are typically supplied by combustion-based 
sources that have higher emission factors and can be ramped up during peak times but are not 
required to meet base loads. When adding load to the grid, such as by electrifying buildings, the 
peak loads on the grid may be increased and therefore increase the non-baseload generation 
requirements. For B.C., these emission factors are still lower than a high-carbon grid, and therefore a 
high-carbon grid is presented to provide a higher emission bookend to the analysis. 
 

Table 1. Expected Variation in Operational Emissions (kg CO2e/m2) for Existing Buildings and Benchmarks  
for Energy Conservations Measures in Vancouver for 60 Years in Operation 

Benchmark 

CoV EMG Emission 
Factors 

BC 2020 Emission 
Factors 

Non-Baseload BC 
Portfolio Manager 

High-Carbon Grid 
Emission Factors 

Natural2 
Gas 

Fully 
Electric 

Natural 
Gas 

Fully 
Electric 

Natural 
Gas 

Fully 
Electric 

Natural 
Gas 

Fully 
Electric 

Existing buildings 
– Benchmark BC 

1740 - 1920 - - - - - 

Step 2 850 86 949 313 2240 3267 3164 5382 
Step 3 678 79 788 289 2211 3016 3229 4968 
Step 4 500 66 602 241 1929 2513 2879 4140 
PHI 464 63 563 229 1848 2388 2768 3933 

 
 
2 Domestic hot water and heating by natural gas 

86 79 66 63

86 79 73 63

89 79 73 63

Step 2 Step 3 Step 4 PH
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Table 2. Expected Variation in Operational Emissions (kgCO2e/m2) for Existing Buildings and Benchmarks  
for Energy Conservations Measures in Kamloops for 60 Years in Operation 

Benchmark 

CoV EMG Emission 
Factors 

BC 2020 Emission 
Factors 

Non-Baseload BC 
Portfolio Manager 

High-Carbon Grid 
Emission Factors 

Natural 
Gas 

Fully 
Electric 

Natural 
Gas 

Fully 
Electric 

Natural 
Gas 

Fully 
Electric 

Natural 
Gas 

Fully 
Electric 

Existing buildings 
– Benchmark BC 

1740 - 1920 - - - - - 

Step 2 850 86 949 313 2240 3267 3164 5382 
Step 3 733 79 833 289 2137 3016 3069 4968 
Step 4 584 73 690 265 2077 2765 3070 4554 
PHI 464 63 563 229 1848 2388 2768 3933 

Table 3. Expected Variation in Operational Emissions (kgCO2e/m2) for Existing Buildings and Benchmarks  
for Energy Conservations Measures in Prince George for 60 Years in Operation 

Benchmark 
CoV EMG Emission 

Factors 
BC 2020 Emission 

Factors 

Non-Baseload BC 
Portfolio Manager High-Carbon Grid 

Emission Factors 
Natural 

Gas 
Fully 

Electric 
Natural 

Gas 
Fully 

Electric 
Natural 

Gas 
Fully 

Electric 
Natural 

Gas 
Fully 

Electric 
Existing buildings 
– Benchmark BC 

1740 - 1920 - - - - - 

Step 2 908 89 1007 325 2292 3393 3212 5589 
Step 3 733 79 833 289 2137 3016 3069 4968 
Step 4 584 73 690 265 2077 2765 3070 4554 
PHI 464 63 563 229 1848 2388 2768 3933 

Key insights from this comparison are:  
1. Emission factor assumptions matter – there is a significant variation in emissions between 

the different assumptions for emission factors. However, in both the recent B.C. emission 
scenarios that were considered3 emissions from the electric scenario were much lower than 
the natural gas use scenario.  

2. Energy efficiency measures have a much bigger impact when using higher-carbon fuel.  
3. There is approximately a 30% emission savings from a Step 2 to Passive house building for 

the same emission factors for a fully electric building. This is compared to a 70% emission 
savings for a building heated with natural gas. 

4. Efficiency measures between a Step 2 building and Step 4 or Passive House building are 
targeting benefits other than solely reducing emissions, such as: 

a. reducing heating load,  
b. reducing peak demand,  
c. increasing resiliency, and  
d. increasing thermal comfort. 

Similar general findings are presented for the archetype buildings below. Comparisons to embodied 
carbon emissions for specific energy conservations measures are provided in the following section. 

 
 

3 CoV EMGs, which are fairly well aligned with a number of recent years of data, and the BC worst-case 2022 factor 
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Building 1 – New Construction High-Rise MURB Operational Emissions 

 

 

Table 4. Expected Variation in Operational Emissions for Building 1 

Scenario 

Vancouver Kamloops Prince George 
Annual GHG 
Emissions 

(kgCO2e/m2/yr) 

60 Year GHG 
Emissions 

(kgCO2e/m2) 

Annual GHG 
Emissions 

(kgCO2e/m2/yr) 

60 Year GHG 
Emissions 

(kgCO2e/m2) 

Annual GHG 
Emissions 

(kgCO2e/m2/yr) 

60 Year GHG 
Emissions 

(kgCO2e/m2) 

Base Case 10.7 643 12.8 765 14.4 864 
Worst ECMs,  
Natural Gas 12.0 721 14.3 858 16.5 991 

Best ECMs,  
Natural Gas 5.9 355 6.9 414 7.7 463 

Fully Electric,  
CoV EMG Factors 1.2 71 1.3 79 1.4 83 

Fully Electric,  
B.C. 2020 Factors 4.3 257 4.8 290 5.0 302 

Natural Gas,  
B.C. 2020 Factors 12.7 763 14.9 891 16.4 983 

Fully Electric, High 
Carbon Grid 73.7 4423 83.1 4984 86.7 5201 

The “best case” and “worst case” ECMs presented here assume a constant building shape and 
window to wall ratio. Window and wall thermal performance, heat recovery, and airtightness per the 
range of energy efficiency measures for this study are varied. The fully electric cases above use the 
base case ECMs, but with a fully electric heating and domestic hot water system. See chapter two 
for more information on the range of energy efficiency measures considered as part of this study. 
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Building 2 - New Construction Mid-Rise MURB Operational Emissions 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Table 5. Expected Variation in Operational Emissions for Building 2 

Scenario 

Vancouver Kamloops Prince George 
Annual GHG 
Emissions 

(kgCO2e/m2/yr) 

60 Year GHG 
Emissions 

(kgCO2e/m2) 

Annual GHG 
Emissions 

(kgCO2e/m2/yr) 

60 Year GHG 
Emissions 

(kgCO2e/m2) 

Annual GHG 
Emissions 

(kgCO2e/m2/yr) 

60 Year GHG 
Emissions 

(kgCO2e/m2) 

Base Case 8.2 492 9.8 587 11.4 682 
Worst ECMs,  
Natural Gas 8.8 525 10.4 626 12.3 735 

Best ECMs,  
Natural Gas 5.7 339 6.5 389 7.2 430 

Fully Electric,  
CoV EMG Factors 1.0 62 1.1 69 1.2 72 

Fully Electric,  
B.C. 2020 Factors 3.7 225 4.2 251 4.4 263 

Natural Gas,  
B.C. 2020 Factors 10.2 609 11.8 709 13.3 797 

Fully Electric, High 
Carbon Grid 64.5 3871 71.9 4311 75.6 4534 
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Building 3 – Existing Building Retrofit High-Rise MURB Operational Emissions 

 

 

Table 6. Expected Variation in Operational Emissions for Building 3 

Scenario 

Vancouver Kamloops Prince George 

Annual GHG 
Emissions 

(kgCO2e/m2/yr) 

60 Year GHG 
Emissions 

(kgCO2e/m2) 

Annual GHG 
Emissions 

(kgCO2e/m2/yr) 

60 Year GHG 
Emissions 

(kgCO2e/m2) 

Annual GHG 
Emissions 

(kgCO2e/m2/yr) 

60 Year GHG 
Emissions 

(kgCO2e/m2) 
Base Case 34.1 2047 40.8 2449 55.0 3301 
Worst ECMs,  
Natural Gas 20.6 1235 24.2 1453 30.6 1834 
Best ECMs,  
Natural Gas 13.6 818 15.1 906 17.4 1047 
Fully Electric,  
CoV EMG Factors 2.2 134 2.6 155 3.2 195 
Fully Electric,  
B.C. 2020 Factors 8.2 490 9.4 566 11.8 710 
Natural Gas,  
B.C. 2020 Factors 35.8 2150 42.6 2557 56.8 3406 
Fully Electric, High 
Carbon Grid 140.5 8430 162.4 9746 203.6 12217 

In the case of an existing building retrofit, the “worst ECMs”, or minimal ECM, is an improvement over 
the existing base case without a retrofit. The relative difference is how much better the retrofit is in 
terms of: 

• window performance (double versus triple glazing),  

• wall effective R-value (R-5 versus R-35),  

• airtightness (0.2 versus 0.08 L/s/m2 at 5 Pa typical operating pressure),  

• and heat recovery (60 versus 80%).  

See chapter two for more information on the range of energy efficiency measures applied to the 
retrofit. 
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Embodied Carbon Emissions 
This section presents the embodied carbon emissions for various building envelope energy 
conservation measures to: 

1. Establish benchmarks to how much embodied carbon (stages A to C) can be realistically 
minimized on projects through building envelope energy conservation measures. 

2. Explore the impact of material choices versus system selection. 

3. Explore the impact of thermal bridging mitigation for wall systems. 

4. Explore the impact of detailed quantity take-offs versus only the clear field wall assembly for 
metal framed wall systems. 

5. Compare expectations for the embodied carbon of the structure versus the building 
envelope. 

Comparison of the embodied carbon emissions for various building envelope energy conservation 
measures is discussed in the following sections. Discussion on the impacts of other benefits and 
loads (stage D) is also covered to provide some additional context. This discussion includes end of 
life recycling, reuse, energy recovery, and carbon sequestration options. 

Building 1 –New Construction High-Rise MURB Embodied Carbon Emissions 

Building envelope embodied carbon emissions for building 1's residential levels, three to 17, are 
presented in Table 7. 

Table 7. Building Envelope Embodied Carbon Emissions (kg CO2e/m2)  
for Building 1 Residential Levels 3 to 174 

Component 

30% Glazing Ratio 40% Glazing Ratio 50% Glazing Ratio 

Baseline Maximum5 Baseline Maximum Baseline Maximum 

Windows 17 38 25 56 36 81 
Doors 15 37 13 33 13 33 
Walls 35 42 30 35 24 33 
Roof 7 10 7 10 7 10 
Total 74 128 75 135 80 157 

The baseline scenario has fiberglass double glazed windows and doors, and split insulated steel-
framed walls with four inches of exterior mineral wool insulation as illustrated in Figure 2. This is 
contrasted to the maximum evaluated embodied carbon scenario. The scenario examines a 
building envelope with thermally broken aluminum framed windows with triple glazing and ten 
inches of exterior mineral wool insulation. 

The building envelope embodied carbon emissions for this broad range of ECMs is 74 to 157 kg 
CO2e/m2. The building envelope for the residential levels represents 22 to 38% of the total embodied 

 
 
4 The carbon emissions are for gross floor area (GFA) and mean GWP estimates. 
5 The maximum is the highest embodied carbon for the evaluated scenarios. 
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carbon (structure and building envelope) for the hybrid (concrete and mass timber) building 
structure that has 254 kg CO2e/m2 of embodied carbon. 

Baseline Building Envelope Maximum Embodied Carbon 

 
 

  

Figure 2: Baseline versus Maximum Building Envelope Embodied Carbon for Building 1 Comparison 

 

How much embodied carbon may be realistically minimized on projects through building envelope 
energy conservation measures can be outlined by: 

• The difference between fiberglass double glazed windows and triple glazed premium 
aluminum framed windows and doors represents 83 to 85% (43 to 65 kg CO2e/m2) of the 
increase in embodied carbon for the evaluated ECMs. 

• The top four contributors of embodied carbon for the walls and possible targets for 
mitigation, other than the specified ECM for reducing the quantity of materials, is outlined in 
in Table 8. 

• Increasing the roof insulation from four inches to eight inches of XPS is only a 2.6 kg CO2e/m2 
increase in emissions. 

• The impact of clip orientation and layout to minimize the use of steel represents a one to two 
kg CO2e/m2 decrease in emissions. 

• Increasing the roof insulation has the same order of magnitude as a more efficient layout of 
the clip system given the relative wall and roof area in relation to the total building floor area. 
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Table 8. Theoretical Reductions in Emissions (kg/CO2e/m2) for alternative material choices 

Component % Total Wall 
Emissions 

Absolute 
Emissions 

(kgCO2e/m2) 
Possible Mitigation, other than specified ECM 

Theoretical 
Reduction in 

Emissions 
(kgCO2e/m2) 

Cladding 10 to 35   3.2 to 14 
Honeycomb aluminum panel 
(product specific EPD) to generic fiber 
cement board 

10.8 

Steel Framing ~20% 7.3 
None for this type of wall for the 
evaluated facade 

0 

Exterior 
Insulation 

8 to 16 2.7 to 6.7 
None, except if there was a specific 
foam product with a low GWP that 
had the relevant fire testing  

0.5 to 1.5 

Cladding 
Attachment 

7 to 12 2.7 to 4.9 
Possible but lacks product specific 
EPDs to evaluate 

N/A 

An alternative facade system for high-rise construction was evaluated for a typical floor of the point 
tower and compared to the baseline split insulated steel-framed wall assembly as shown in Figure 
3. This exterior insulated unitized curtain-wall system has potential high thermal performance and 
constructability advantages, but higher embodied carbon as shown in Table 9. The emissions 
presented in Table 9 includes the impact of the vision sections for the curtain-wall system and are 
compared to aluminum framed windows within the steel-framed wall for comparison. 

 

 

1. Composite Metal Cladding 
2. 16-gauge steel cladding 

attachment system with 
brackets and steel rail 

3. 4 to 10 inches (102 to 254 mm) 
exterior mineral wool insulation 

4. Aluminum curtain-wall framing 
5. 5 inch (127 mm) mineral wool 

insulation in backpan 
6. 20-gauge steel backpan 
7. 20-gauge 1 5/8” X 1 5/8” (40 x 40 

mm) steel-studs at 16” (406 mm) 
8. 1/2” (13 mm) gypsum wall board  

Figure 3: Alternative Evaluated Exterior Insulated Unitized Curtain-Wall System for High-Rise Construction  
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Table 9. Increase in Emissions (kg/CO2e/m2) for Alternative Facade Systems6 

Wall System Exterior 
Insulation 

Emissions - 30% Glazing Emissions - 50% Glazing 

Using 
Clear Field 
Quantities 

Using 
Detailed 
Quantity 
Take-off 

Increase 

Using 
Detailed 
Quantity 
Take-off 

Emissions 
using Clear 

Field 
Quantities 

Increase 

Steel-framed 
walls with 
vertical clip 
system and 
aluminum 
framed 
windows 

4” (102 mm) 67 72 

5 

79 85 

6 
6” (152 mm) 70 75 81 87 

8” (203 mm) 73 77 83 89 

10” (254 mm) 76 80 86 91 

Exterior 
Insulated 
Unitized 
Curtain-Wall 
with clip 
system 

4” (102 mm) 124 223 

99 

138 193 

54 
6” (152 mm) 127 226 141 195 

8” (203 mm) 129 229 144 198 

10” (254 mm) 132 232 146 200 

This comparison highlights how an alternative façade system can increase the embodied carbon 
by two to three times for the same level of insulation. It also shows how much embodied carbon can 
be missed by not doing a detailed quantity take-off. A key insight is that as much as 99 kg eCO2/m2 
is missed if the embodied carbon estimate is based on the clear field assembly for the exterior 
insulated curtain wall system compared to doing a detailed building specific quantity take-off.  

The impact of the framing to accommodate the location of windows for the archetype buildings 
has a much bigger impact for the curtain-wall system with aluminum framing than for the steel-
framed wall. The difference is greater than any of the potential reductions in embodied carbon for 
the building envelope presented above for the baseline wall system. 

Building 2 - New Construction Mid-Rise MURB Embodied Carbon Emissions 

Building envelope embodied carbon emissions for building 2's residential levels, two to five, with a 
40% glazing ratio is presented in Table 10. 

Table 10. Building Envelope Embodied Carbon Emissions  
(kg CO2e/m2) for Residential Levels 2 to 5 

Scenario Baseline Max 

Windows and Doors 13 33 
Walls 7 10 
Roof 23 23 
Total 61 110 

The baseline scenario has fiberglass double glazed windows and doors, and split insulated wood-
framed walls with 4 inches of exterior mineral wool insulation. This is contrasted to the maximum 
embodied carbon for the building envelope with aluminum framed windows with triple glazing and 
8 inches of exterior mineral wool insulation. 

 
 
6 The facade includes the impact of the opaque walls and fenestration.  
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The building envelope embodied carbon emissions is 61 to 110 kg CO2e/m2. The building envelope for 
the residential levels represents 24 to 55% of the total embodied carbon for the structure that has 
197 kg CO2e/m2 of embodied carbon. 

Building 3 - Existing Building Retrofit High-Rise MURB Embodied Carbon Emissions 

Building envelope embodied carbon emissions for building 3 with a 30% glazing ratio is presented in 
Table 11.  

Table 11. Building Envelope Embodied Carbon Emissions 
(kg CO2e/m2) 

Scenario Baseline 
Retrofit Max Retrofit 

Windows and Doors 19 80 
Walls 23 29 
Roof 4 4 
Total 46 112 

The baseline retrofit scenario has fiberglass double glazed windows and doors, and exterior 
overclad with four inches of mineral wool insulation. This is contrasted to the maximum embodied 
carbon for the building envelope with aluminum framed windows with triple glazing and eight 
inches of exterior mineral wool insulation. 

The cost effectiveness and level of energy and GHG savings possible through electrifying existing 
buildings vary by building and electrical capacity. Generally, some level of building envelope 
upgrade within the 46 to 112 kg CO2e/m2 range for building 2, as presented in Table 11, is required. 

The structure plus the backup walls have approximately 234 kg CO2e/m2 of embodied carbon for 
building 3. This is embodied carbon that is already consumed and will not need to be replaced 
during a building retrofit.  This is compared to the average embodied carbon for a high-rise building 
of 350 kg CO2e/m2 (Zera Solutions 2019).  Hence, the order of magnitude of embodied carbon 
consumed for a new construction building compared to a retrofit is 3 to 7.5 times higher for a similar 
building archetype.  Moreover, deep energy retrofits can significantly reduce the energy 
consumption and GHG emissions through electrification, which reduces the demand on the power 
grid and emissions.  

The building structure is most of the 210 kg CO2e/m2 of embodied carbon for building 3 that can be 
retained during a retrofit. The drywall, fiberglass batt, sheathing, and steel framing is approximately 
12 kg CO2e/m2 or 6% of the retained embodied carbon. This order magnitude of embodied carbon is 
good to keep in mind when making decisions to retain components, such as sheathing or insulation, 
that do not obviously need replacing due to moisture damage or durability concerns.  

Overall Insights for Reducing Emissions 
Comparison of the embodied carbon emissions for various building envelope energy conservation 
measures and insights for reducing emissions are discussed in the following sections. 

Impact of Double versus Triple Glazing 

Don’t make durability and energy efficiency related decisions based on embodied carbon. Energy 
conservation measures evaluated in this study are always beneficial in a high carbon grid and 
worst case are slightly less than neutral for electrified buildings in a low carbon grid when there are 
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energy savings.  Nevertheless, there are opportunities to optimize by selecting a glazing system that 
has low GWP for the frames and low overall thermal transmittances. 

Triple glazing may not pay off if there is not a strong case for energy savings and reducing peak 
demand. This will sometimes be the case for a fully electric building in a low carbon grid where the 
best-case energy conservation measures are employed for airtightness and heat recovery. Table 12 
shows how the embodied carbon compares to the operational emissions for double versus triple 
glazing in Vancouver for building 1 residential windows at 40% glazing. The results for Kamloops and 
Prince George can be found in Appendix C. 

From an embodied carbon perspective, the type of window frame has a much more significant 
impact than the impact of double versus triple glazing. For example, fiberglass windows have a 
much lower GWP than aluminum frames for currently available EPDs.  However, the gap could be 
closed significantly through use of aluminum frames extruded from ingots smelted both in a low 
carbon grid and by using high secondary (recycled) material content. 
  

Table 12. Vancouver Operational versus Embodied Carbon Emissions for Glazing ECMs for  
Building 1 Residential Windows and 40% Glazing Scenarios  

  
Operational Emissions 

Embodied Carbon 
Increase to Tripe 

Glazing Heating 
and DHW 

Fuel 
Source 

Glazing 
Energy 

Efficiency 
Measure 

EUI TEDI GHGI (kgCO2e/m2) GHGI 
Reduction 

(ekWh/m2/yr) Per year 60 Years (kgCO2e/m2) (kgCO2e/m2) 

Natural 
Gas 

Double 
minimum 

110 30 10.7 643 
120 

Estimates 
Low: 7 

Mean: 9 
High: 15 

Triple 99 20 8.7 523 

Double best 
case ECM 

93 14 7.7 460 
105 

Triple 84 5 5.9 355 

Electrical 

Double 
minimum 

107 30 1.2 71 
7 

Triple 96 20 1.1 64 

Double best 
case ECM 

91 14 1.0 60 
5 

Triple 82 5 0.9 55 

Optimal Insulation Levels and Thermal Bridging 

Does high levels of insulation beyond six inches payoff for embodied carbon? Yes, if thermal 
bridging is mitigated and there are energy savings. Not a lot of extra effort is needed to determine 
the optimal level of insulation when code compliance is determined by energy modeling. Simply 
apply enough insulation to reduce the thermal energy demand to meet TEDI targets for new 
construction and enable electrification for existing buildings. 

If not moving the needle for energy savings, then the embodied carbon for thicker insulation will not 
be paid off by reduced operational emissions.  Figure 4 shows the GHG emissions savings for 
building 1, a high-rise MURB, with increasing effective R-value of the opaque walls. This example has 
a baseline for the walls at R-10 effective, double glazing, and minimum energy conservation 
measures.  
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As can be seen, the TEDI does not improve much 
above R-25. The optimal zone, from an energy 
efficiency and GHG emission perspective, is 
between R-20 and R-25 effective.  

The insulation thickness that is required to meet 
any wall effective R-value depends on the level 
of thermal bridging mitigation at the interfaces, 
or junctions, between components7. The higher 
the target for the overall effective R-value, the 
more critical that thermal mitigation is to 
minimize the insulation thickness and embodied 
carbon.  

Table 13 and Figure 5 shows the increase in 
embodied carbon for the insulation levels 
required to meet an overall wall effective R-
value from R-10 to R-35.  

As this example shows, the embodied carbon of 
the extra insulation will always be paid off by the 
reduced emissions for gas fuel sources. 
However, there is an optimal zone for electric 
buildings that aligns with the energy savings. 
More importantly, the increase in embodied 
carbon will not be paid off with operational 
emission savings unless there is a high degree 
of thermal bridging mitigation within this 
optimal zone.  

The thermal efficiency of the cladding 
attachment system also plays into how much 
insulation is required to meet overall Effective R-
value targets. A system with large diminishing 
returns will require more insulation to meet 
higher targets.  

For this example, a stainless-steel cladding 
attachment system, with high thermal efficiency, 
was utilized when more than five inches of 
exterior insulation was required to meet the 
effective R-value target.  

The advantage of higher thermal efficiency cladding attachments is highlighted in this example. 
Exterior insulation, above about five inches, is where differences between systems are significant. 
Not surprising this breakpoint is also aligned with available systems that are stainless steel and can 
meet the higher targets with reasonable levels of insulation. Nevertheless, the results for a less 

 
 
7 Examples are the window-to-wall interface, roof-to-wall interface, and intermediate floors. 

Figure 5: TEDI and GHGI Savings for Building 1 Highrise 
MURB in Vancouver with minimum energy conservation 
measures for varying levels of Opaque Wall Effective R-Value  

 

Figure 5: Operational emission savings versus embodied 
carbon for varying insulation thickness required to meet an 
overall effective R-value for the walls, depending on the level 
of thermal bridging mitigation. 
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efficient system are more exaggerated than the presented scenarios and comparisons to less 
efficient systems are not needed to illustrate this insight. 

Table 13. Vancouver Operational Emission Savings versus Embodied Carbon Increase  
for Varying Opaque Wall Effective R-Value and Thermal Bridging Mitigation 

Overall  
R-Value of 

Opaque 
Walls 

Operational 
GHG Savings, 60 

Years 
(kgCO2e/m2) 

Mitigated Thermal Bridging Unmitigated Thermal Bridging 

Gas Electric 

% Impact 
of 

Interface 
Details 

Required 
Insulation 
Thickness 

Increase in 
Embodied 

Carbon 
(kgCO2e/m2) 

% Impact 
of 

Interface 
Details 

Required 
Insulation 
Thickness 

Increase in 
Embodied 

Carbon 
(kgCO2e/m2) 

10 - - 55% 4 - 60% 5 0.9 

15 43.8 2.5 30% 4 0 60% 8 3.6 

20 63.0 3.6 30% 5 0.9 60% 12 7.2 

25 68.4 4.0 20% 6 1.8 50% 12 7.2 

30 69.6 4.1 20% 8 3.6 40% 12 7.2 

35 70.2 4.1 20% 10 5.4 40% 15 9.9 

This example highlights how little is gained by going beyond R-30 effective for the walls in terms of 
energy savings and emissions reductions. Nevertheless, the intent of this example is not to state this 
is the case for every building and climate.  

The key messages and insights are: 

1. More insulation is likely always going to be paid off for buildings with gas heating. 

2. The optimal insulation level is directly related to the energy savings regardless of the fuel 
source. 

3. Thermal bridging mitigation and the thermal efficiency of exterior insulation impacts the 
overall embodied carbon much more than the differences in embodied carbon for the 
individual components or 1-to-2-inch difference insulation thickness.  

Given these findings, targets for effective R-value of walls can be established on what is reasonable 
to meet energy efficiency targets without worrying too much about the embodied carbon for 
specific components. Opportunities to reduce embodied carbon can be done in parallel by making 
sure that the insulation is as effective as possible by mitigating thermal bridging and selecting 
thermally efficient cladding attachment systems. This parallel process aligns well for projects that 
require energy modeling, comprehensive thermal bridging calculations, and have teams with multi-
disciplinary professionals.  

Existing Building Retrofits versus New Construction 

The biggest impact to reduce emissions is to electrify existing buildings in low carbon grids. 
Nevertheless, building envelope renewals should be considered to reduce loads, improve occupant 
comfort, and sometimes to avoid expensive electrical upgrades. Retrofitting existing buildings has 
less embodied carbon than for new construction because the structure is retained, which is a 
significant portion of the overall embodied carbon for new buildings. 
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Why not rebuild and increase capacity? A few reasons are: 

• save carbon related to the structure, which makes up a significant proportion of the 
embodied carbon for a building,  

• potentially make a bigger impact on more buildings, 

• keep buildings in the affordable building stock without raising rent, and 

• keep people housed during upgrades versus needing to find alternative affordable housing 
that might be in short supply.  

Obviously, there are also benefits to densification and not every building should be upgraded when 
costs and other considerations are factored into the decision-making process. The answer to the 
question to rebuild versus retrofit is not binary and both need to happen in urban areas. 

A few additional macrolevel considerations related to retrofitting existing MURBs are:  

1. Retrofits that significantly reduce energy demand will not happen at scale in B.C. by relying 
on financing by energy savings because of climate and low energy costs. 

2. Low energy costs are predicated on the existing energy grid infrastructure and demand. 
Maintaining affordable energy and supporting economic growth are objectives that factor 
into energy efficiency and GHG reduction policy. These considerations lead to demand side 
management, including energy efficiency and peak load reduction, as part of the policy and 
regulation supporting electrification. These policies reach across the building, transportation, 
and other industry sectors8,9,10,11 even though there is a short-term capacity surplus in B.C. 

3. Rents cannot be raised to finance affordable housing energy retrofits causing owners to rely 
on government funding for such upgrades. 

4. Adding cooling and improving ventilation are often the necessary key measures to improve 
occupant safety and comfort in existing MURBs by addressing both overheating and 
exposure to wildfire smoke. 

5. Building envelope retrofits enable significant gains in occupant comfort, energy savings, GHG 
savings, and may help avoid costly electrical upgrades when electrifying buildings. 

6. There are planning synergies for undertaking building envelope and mechanical retrofits 
together when major renewals are required. 

For these reasons, many MURBs in B.C. will get retrofitted in the short to medium term as a result of 
new regulation, incentives, funding, and the end of service life of major systems. However, there is 
currently a patchwork approach to assessing what measures or buildings should be targeted for 
MURB retrofits and funding. A path forward to effectively allocate funding, assess value based on 
performance, and target retrofits is to develop an existing building standard like the BC Energy Step 
Code. A standard for existing buildings might be tiered performance targets for absolute energy 
and GHG savings and provides prescriptive requirements for other requirements, such as cooling 
and improved indoor comfort. 

 
 
8BC Clean Energy Act 
9BC Hydro and Power Authority 2021 Integrated Resource Plan – 2023 Update 
10Climate 2050 Strategic Framework, 2019 
11Energize Vancouver (website) 
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Focus on Reducing Material Quantities by Design 

Many recent industry presentations have focused on insulation when discussing how to reduce the 
embodied carbon associated with the building envelope. This might be because insulation products 
have EPDs and are easy to talk about at a high level for audiences unfamiliar with embodied 
carbon. However, switching insulation for non-combustible buildings is not straightforward because 
of fire protection, structural, thermal, durability, constructability, and testing considerations. Even if 
swapping the type of insulation is possible, there may not be a clear payoff when the insulation is 
considered as part of a system that must meet all project performance requirements for a Part 3 
building.  

A better approach is to focus on minimizing material quantities and/or look at alternative systems 
that incorporate several material changes. Mitigating thermal bridging is clearly the obvious target 
for effectively reducing building envelope material quantities as outlined above.  

An example of unlocking building envelope system synergies is a combination of: 

1. Low GWP claddings, 

2. Thermally and structurally efficient cladding systems that minimize insulation thickness, 

3. Low GWP insulation(s), 

4. Relevant testing to support use in non-combustible buildings, and  

5. Mitigated thermal bridging at interfaces or junctions.   

An example where an evaluation of systems, rather than components, can result in embodied 
carbon savings follows. 

Wood-framed walls with screw through 
continuous insulation with strapping to attach 
cladding requires higher compressive strength 
insulation. For mineral wool applications, this 
means a higher density insulation is required and 
higher associated embodied carbon. In addition, 
thicker ¾” plywood is sometimes used for this type 
of wall system, so that fastening into the studs 
becomes less critical. The embodied carbon 
increases accordingly to accommodate the       
installation and structural redundancy. 

Figure 6 compares two methods of cladding 
attachment for building 2. At four inches, the 
through insulation fasteners has less embodied 
carbon. But at six inches, the thermal clip system has less embodied carbon and the gap increases 
for thicker insulation levels. Coincidentally this is about the same breakpoint where long screws 
become very expensive, and cost effectiveness often tips in favour of thermal clip systems for 
wood-framed construction. 

Prefabricated Systems 

The prefabricated example included in this study is an aluminum system that has frequent spacing 
and higher end assumption for the GWP of the aluminum extrusions. This example is good to 
highlight the value of project specific quantity take-offs of the secondary structural components. 

Figure 6: Building 2 Wood-Framed Wall Embodied 
Carbon for Two Methods of Cladding Attachment 
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However, this example may overshadow the potential benefit of prefabricated systems to optimize 
waste reduction, use less materials, and advance the use of components with lower GWP 
(aluminum processed in B.C.).  

Prefabricated systems are more likely to have an estimator involved that can get closer to the real 
material quantities used on a project than a design team can using standardized assumptions. This 
is important because more accurate estimates and control of materials can enable construction 
waste reduction.  

For example, the size and layout of windows will more likely be optimized if: 

• there was an incentive to demonstrate waste reductions compared to standard practice 
and/or,  

• performance specifications are provided with absolute embodied carbon thresholds for the 
wall systems that are not based on clear field assembly assumptions.  

Stage D impacts 

The study calculations do not include end of life recycling, reuse, and energy recovery benefits, even 
though such benefits will be eventually realized in the future for some components. There is a great 
deal of uncertainty in quantifying these benefits far into the future. Further research of circular 
economy applications might reduce this uncertainty, but ultimately this study recognizes that they 
are too significant at the present time. Focusing on stage A to C impacts encourages designers to 
focus on ways to minimize material use. 

The benefits of carbon storage or biogenic carbon for use of wood-based construction materials 
are also omitted from the study calculation. Moreover, the benefits of wood product are still 
demonstrated as good practice in the study given that: 

1. Wood products have dramatically lower A1-A3 embodied carbon than competing concrete 
and metal solutions, regardless of carbon storage.  Recognizing these differences is enough 
to encourage embodied carbon reductions by using wood. 

2. There is significant variability in the net carbon emissions from different forestry practices 
and wood sources across North America. 

At this point, industry considers all wood is good, but there is still work to be done to help industry to 
develop and specify, at scale, the use of wood products. Especially ones with the greatest carbon 
benefits on projects, such as the use of beetle kill wood.   

Nevertheless, there is industry interest in demonstrating net zero embodied carbon and inevitably 
biogenic impacts are of interests to many projects seeking certifications and sustainability 
marketing.  Hence, we recommend project teams and policy developers request greater granularity 
in biogenic impacts of the wood-based products beyond North American averages.  

Omitting Stage D and biogenic benefit from calculations follows industry norms for compliance 
calculations in Canada which is understood to be based on similar reasoning. 

Guidance and Further Development 
There are key guidance takeaways from this study and many of these would benefit from further 
research and development.  

1. Detailed take-offs are justified for framed wall systems for non-combustible construction to 
increase accuracy and consistency in embodied carbon calculations. 
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2. The material quantities for interface details for embodied carbon should be included in a 
database to ease the effort required for doing detailed calculations. Figure 7 illustrates how a 
detail at an intermediate floor slab can be quantified and included in a database with 
integrated calculated, such as ThermalEnvelope.ca. There are synergies to doing detailed 
take-offs for embodied carbon and 
thermal bridging calculations together. 

3.  Building envelopes should be evaluated 
for embodied carbon performance at 
the system level. Minimizing embodied 
carbon should be considered in parallel 
to other requirements, such as durability, 
thermal efficiency, fire protection, and 
cost. The building envelope embodied 
carbon can be a significant portion of 
the pie, but difficult to optimize by simple 
product substitutions. An example of an 
effective systems approach is to reduce 
thermal bridging in parallel with reducing 
insulation thickness. 

4. More EPDs are needed, especially from 
local manufacturers. Differentiation 
between manufacturers plants and 
harvesting sources can assist designers 
in specifying optimal solutions and 
conducting accurate analysis.  

5. Limited available EPDs, and alternative 
materials to consider, restrict the impact 
of doing LCA analysis on projects. 
Nevertheless, outcomes of requiring LCA 
analysis are encouraging industry to 
think about embodied carbon by going 
through the exercise, building capacity 
to do this work, and switching to wood 
when possible. 

6. Some professionals are focused on the 
type of insulation, but overlook the 
impacts of glazing systems, cladding 
attachments, and cladding selections. 
Changing the type of insulation for non-
combustible construction is not 
straightforward and has to be 
considered as part of system for the all 
the project requirements.  

7. The belief that less site construction 
activity through use of prefabricated 
systems will achieve major embodied 

Figure 7: Tools where the extra materials at interface 
details are quantified in a database and integrated with a 
calculator will reduce the effort required to do detailed 
embodied carbon calculations. 
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carbon savings seems unlikely. Better to focus and develop systems that reduce the quantity 
of framing through use of low GWP materials and system optimizations. 

8. The study suggests that there is less value in doing detailed embodied carbon calculations 
for wood-framed walls than compared to other types of construction. The embodied carbon 
is so low for wood-framed construction that there is not much of a penalty for 
overestimating framing using conservative framing factors. This is comparable to thermal 
bridging calculations, where detailed thermal simulations are not essential. Hand 
calculations using framing factors are sufficient because wood is somewhat insulating and 
lateral heat flow is not significant. 

9. LCA analysis does not typically consider premature replacement of envelope components 
that are significant contributors to embodied carbon and can be avoided by selecting 
materials from a system perspective. Accordingly, durability requirements must always 
trump embodied carbon reductions (e.g. membrane or attachment selection). 

10. From a practical perspective, absolute targets are better to encourage optimization of the 
building envelope because of the inherent difficulty of setting appropriate baselines for 
percent savings targets.  

11. Percent savings baselines that do not require detailed calculations but meet performance 
requirements, without exaggeration, are difficult to produce and enforce. An example of a 
possible exaggeration is highlighted in the insight above that examines optimal insulation 
levels. A baseline with a less thermally efficient cladding attachment system and/or no 
thermal bridging mitigation will show a high level of subjective embodied carbon savings. 
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Archetype 1:  17-Storey Concrete Multi-Unit Residential Building 

 

Overview 
• 17-storey above grade and two level below grade 

parking 
• Concrete structure for parking garage and two 

levels above grade 
• Upper levels are mass timber floors with concrete 

topping, steel columns and concrete walls at the 
elevator and stairwell core 

• Evaluated various non-combustible wall systems 
• 1225 m2 (13 185 ft2) footprint for parking garage and 

first 6-storeys 
• 550 m2 (5920 ft2) footprint for point tower 
• 13 400 m2 (144 230 ft2) GFA 
• 0.5 vertical surface to floor VFAR (Typical) 

Structural Quantities 
% Embodied Carbon of the Structure Breakdown by LCA Stage 

  

Table A1.  Breakdown of CO2 Emissions for 17-Storey MURB Structure with Mass Timber 

Structural Component Material Quantity Carbon 
Intensity 

Embodied 
Carbon % of 

Structure m3 kg eCO2/m3 kg eCO2 

Above-grade floors 

Concrete 2,498 470 1,174,026 30% 

CLT 1,667 149 248,719 6% 
Rebar 132 7,771 1,025,811 26% 

Columns and shear 
walls 

Concrete 123 522 64,241 2% 
Rebar 4.3 7,771 33,417 1% 
Steel 16 16,451 263,218 7% 

Parking garage and 
foundation 

Concrete 876 393 344,246 9% 
Rebar 11 7,771 85,484 2% 

Interior walls, roof slabs 
and beams 

Concrete 1238 470 581,843 15% 
Rebar 0.2 7,771 1,554 0.04% 

Precast Concrete 
Concrete 162 522 84,611 2% 
Rebar 2 7,771 15,543 0.4% 

Total    293 kg eCO2/m2 
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 Insights 

• The concrete in the building’s structure contributes 57% of it embodied carbon.  The rebar 
contributes to a further 30%. 

Building Envelope Scenarios 

The building envelope assemblies are based on the performance needed to meet BC Energy Step 
Code Step 3 and 4 for residential buildings and non-combustible construction. The following 
building envelope scenarios were evaluated for the vertical facade: 

1. Window-to-wall (glazing) ratio: 30, 40, 50 % 

2. Windows and Doors 

o IGU: double vs triple glazing  

o Window frame: aluminum, fiberglass, high performance aluminum 

o Window size and type: dependent on the glazing ratio and floor plan 

3. Wall assemblies 

o Split insulated steel-framed walls 

o Exterior insulated unitized curtain-wall with clip system 

4. Wall Insulation  

o Type: mineral wool 

o Thickness: 4 to 10 inches of exterior insulation 

o R-20 batt insulation for steel-framed walls and R-21 for curtain-wall in the back-pan 

5. Balcony thermal mitigation 

o Cantilevered concrete 

o Steel balcony with thermal break 

Details on the quantities and specific assembly components for each scenario follows. 

Glass Scenarios 

The impact of double versus triple glazing was explored for the following IGU scenarios. 

 Table A2. Glass Scenarios 

IGU Description 

Double glazed 
• 6 mm exterior with low E coating 
• 12 mm argon fill with warm edge spacer 
• 4 mm interior 

Triple glazed 

• 6 mm exterior with low E coating 
• 12 mm argon fill with warm edge spacer 
• 4 mm centre with low E coating 
• 12 mm argon fill with warm edge spacer 
• 4 mm interior 
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Window and Door Schedule 

The size and type of the windows and doors vary for each glazing ratio scenario according to the 
suite layout and location of the demising walls. The suite layout constrains the location and type of 
window for higher glazing ratios for the archetype building because of the size of dwelling units and 
footprint. The objective of the varying window arrangement is to explore the relative quantity of extra 
framing required at the windows and how the extra framing scales with increasing glazing ratios. 

The window size and type were selected based on: 

1. Vertical oriented windows for smaller rooms and horizontal for larger rooms 

2. Guidelines for maximum window module area (45 ft2) and weight (240 lbs) 

3. Maximum operable vent sizes of 30 in x 60 in for casement and 30 in x 48 in for awning 

The window and door schedules for each scenario follows in Table A3 and A4.  

Table A3. Window Schedule per Glazing Ratio Scenario 

 
Table A4. Door Schedule per Glazing Ratio Scenario 
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Figures A1 and A2 show the variation in window size and quantity for the south elevation and plan for 
levels 8 to 17. 

 
Figure A1. Variation of Window Size and Quantity for South Elevation (two levels shown) 

 
Figure A2. Variation of Window Size and Quantity for Plan of Levels 8 to 17 

The mass of the glazing materials for each glazing scenario and window type is summarized in 
Table A5. 
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Table A5. Total Weight (kg) of Residential Windows per Glazing Ratio (Levels 3 to 17) 

Component Scenario 
Glazing Ratio 

30%(kg) 40%(kg) 50%(kg) 

Glass 
Double glazed 51,146 62,045 79,298 
Triple glazed 76,803 93,168 119,077 

Frame 
Aluminum – Unitized CW 2,534 2,646 3,042 
Aluminum – Premium, wide frame 19,531 22,095 27,627 
Fiberglass 16,997 18,856 23,424 

Insulation 
Aluminum – Unitized CW 167 183 227 
Aluminum – Premium, wide frame 167 183 227 
Fiberglass 167 183 227 

Sealant 
Aluminum – Unitized CW 239 271 330 
Aluminum – Premium wide frame 239 271 330 
Fiberglass 239 271 330 

Exterior Wall Assemblies 

Scenarios for the building facade considered both wall systems where: 

1. the secondary structural systems are supported within the primary concrete structure, and 

2. for curtain-wall applications where the facade is hung outboard the concrete structure.  

Where the primary building structure is part of the building envelope the concrete and steel are 
accounted for in the quantities for the structure. 

Split Insulated Steel-Framed Walls 
1. Cladding with rainscreen cavity 
2. 16-gauge Stainless steel cladding attachment system 

with 18-guage galvanized steel rail and thermal isolator 
3. 4 to 10 inches (102 to 254 mm) mineral wool insulation 
4. Vapour permeable self-adhesive air and moisture barrier 
5. 1/2” (13 mm) fiberglass-mat gypsum exterior sheathing  
6. 20-gauge 6 X 1 5/8” (152 x 40 mm) steel-studs at 16” (406 

mm) o.c. 
7. R-20 Fiberglass batt insulation 
8. 1/2” (13 mm) gypsum wall board with low vapour 

permeance primer 

 
The split insulated steel-framed wall assemblies were evaluated for two cladding attachment 
scenarios as follows: 

1. Vertical:  the brackets spaced at 34” o.c. vertically on every stud with vertical rails. 

2. Horizontal Staggard: the brackets are spaced at 36” o.c on every other stud with horizontal 
rails. 

Tables A6 to A8 summarize the quantities for the steel framed wall that is utilized in the LCA analysis 
for the various glazing ratios.  


